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Sadan importeres Konfigurationsfilen

Trin 1: Abn Prusa Slicer

Trin 2: Ga til file, Import og Import Config Bundle...

& PrusaSlicer-2.2.0 based on Slic3r

File Edit Window View Configuration Help

New Project Ctrl+N ttings
[ Open Project... Ctrl+O
Recent projects
=] Save Project Ctrl+S
=] Save Project as... Cirl+Alt+S
Import > Import STL/OBJ/AMF/3ME... Ctrl+1
Export > @ Import Config... Ctrl+L
Eject SD card / Flash drive... Ctrl+T @ Import Config from project... Ctrl+Alt+L
& (Re)Slice Now Ctrl+R O |mport Config Bundle...
% Repair STL file...
Quit
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Trin 3: Vaelg din konfigurationsfil (* .ini) fil og importer den

w Configuration Help

0 Select configuration to load:
« v 1 |B « Overfars.. » PrusaSlicer-23.0+win64-202101111315

Organiser » Ny mappe

/fndringsdato Type Starrelse
»# Hurtig adgang
+win64-202101111315 13 021 08:55 Filmappe

14-01-2021 08:00 Konfigurations

E Dokumenter A
= Billeder *

File name: |ITC P

Trin 3: Bekraeft den importerede konfiqurationsfil

® Expert
Print settings :

&  0.15mm v |
Filament :
PLA v|@
Printer:
1 ITC Printer XXXX v &
Supports: | None b

Infill: | 5% ~ | Brim:[_]
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